CETOP 3 SOLENOID

VALVES
Standard Cetop Valve
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Max Flow: 60 Li'min
Max Pressure: 315 bar

Circuit FPart No Valtage Description
s = 4DWGEEEG0/DC1225L  12DC
# f] X ﬁ 4DWGEEGD/DC2425L  24DC Closed
T samees  ADWGBEGOACT10Z25L  110AC Centre
4DWGBEGOAC220Z5L 220AC
- - » 4DWGeGE0DC1245L 12DC AB
W | X M  4DwGeGE0IDC24Z5L 24DC  Blocked

Sv=—r wneos  ADWGBGBO/ACT10Z5L  110AC P-T
4DWGBGB0/AC220Z5L 220AC  Connected
— 4DWGBHB0/DC12Z5L  12DC Al
W [ ] X‘_w 4DWGEHB0/DC2425L  24DC Ports
LU AL ULZWTRT - 4DWGBHE0/AC110Z5L  110AC  Connected
ADWGBHB0/AC220Z5L  220AC
. 4DWGEJE0/DC12Z5L  12DC
W\ = 4DWGEJE0/DC24Z5L  24DC A B-T
e % 4DWGBJBO/AC110Z5L  110AC

4DWGEJEDAC220Z5L 220AC

In Standard configuration these valves are supplied with Hirschman connectors which are
IP57 rated. For more arducus conditions we can offer colls with Deutsch connectors that are
IPGOK rated.
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